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4x konstrukcja belkowa: drewno iglaste
2x uchwyt: stal nierdzewna
2x sprezyna: stal sprezynowa
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Bujak sprezynowy Nanda Devi
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Dane techniczne Informacje montazowe
@ Materiat SW pi IEJ Fundamenty 2x 5632280
Minimalna przestrzen 3,82 x 3,05x 2,38 m Poziom posadowienia 0
|§| Strefa bezpieczenstwa 9,0 m? Montaz 20soby/2h
7] Wysokos¢ .
swobodnego upadku 58 cm E Akcesoria CF 2x 5632280
Podtoze co najmniej trawnik Drenaz CF 0,07 m?
@ Ll\JlliaI;E.ol‘i:I:rfitl)(%W 2 osoby Beton CF 0,12 m?
_ d Wykop CF 0,40 m?
Przetestowano

) EN 1176 - 1/6/7
zgodnie z norma

GRP = tworzywo sztuczne wzmocnione

witéknem
SN = stal nierdzewna
WP = wysoko$¢ podestu

FP = fundament prefabrykowany
szklanym

FB = fundament betonowy

GP = gtebokos$¢ posadowienia

Enter Play 5p. z 0.0. biuro@enterplay.com.pl

ul. Urokliwa 21 ENTER tel. +48 608 237 608
05-503 Bakéwka NIP: 5214056868



Gesellschaft
fur Klimaschutz

Miinchen
——
51155701000
Renewable raw materials,
recycled material o
Circular product design 810
Longevity 1010
Sustainable production 10/10
CO: emissions of the product 380,9 kg
Material share of
renewable raw materials 57%
Recyclate content 40%
Circularity score Weighted emission factor
of the product®
9,25 B < kg
/10 2-3 >
>3
Disclaimer:

This dashboard for the circularity index of the ‘Circular Product’ certification was generated automatically and is based on the correspond-

ing certification of eibe Produktion + Vertrieb GmbH & Co KG, IndustriestraRe 1, 97285 Réttingen, which was issued on 16 May 2024 by the
Gesellschaft fr Klimaschutz Minchen GmbH (GKM GmbH) on the basis of the example product Albiondplay unit from the eibe unique® prod-
uct line. eibe Produktion + Vertrieb GmbH & Co KG is liable for the accuracy of the contents. The award criteria of the private-law certification
"Circular Product’ of GKM GmbH can be viewed at gesellschaft-klimaschutz.de/zertifizierung/zirkularitaet/.

* The CO,e emissions of the materials used in the product are taken into account. The emissions that arise during the production process are
allocated to the product on a pro-rata basis.

created on: 14 August 2024

Gesellschaft fiir Klimaschutz Miinchen - GKM GmbH, Antonienstr. 1, 80802 Miinchen
w w w.gesellschaft-klimaschutz.de
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	Zakres dostawy
	4x konstrukcja belkowa: drewno iglaste 2x uchwyt: stal nierdzewna 2x sprężyna: stal sprężynowa
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	Materiał
	Minimalna przestrzeń
	Strefa bezpieczeństwa
	9,0 m²
	Wysokość  swobodnego upadku
	58 cm
	Podłoże
	co najmniej trawnik
	Maks. liczba użytkowników
	2 osoby
	Przetestowano zgodnie z normą
	EN 1176 - 1/6/7
	Fundamenty
	2x 5632280
	Poziom posadowienia
	Montaż
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	2x 5632280
	Akcesoria CF
	0,07 m³
	Drenaż CF
	Beton CF
	0,12 m³
	Wykop CF
	0,40 m³
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